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Heat Exchanger for Condensation Type  
Clothes Dryers (Air-Air)

Design of condensers used for condensation type of 
cloths dryers are carried out by taking the customer 
requirements into consideration. High degree of water 
collection efficiency is provided by optimising plastics 
cover and aluminium fin designs and leakage and 
performance tests are carried out.  In addition, energy 
consumption of dryers can be reduced by using these 
high efficiency customised condensers, which are 
produced by NBR and drying times can be decreased.

Copper Connection Components
for the Heat Pump 

Every kind of intermediate copper tube connection 
groups are produced for the heat pump units. Leak test 
is performed 100% for all the tubes and dimensional 
controls are also performed at the same time by using 
control fixtures at positions which are determined by 
our customers.
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Tumble Dryers
Heat Pump Evaporator + Condensers

Evaporator + Condensers with Aluminium Tubes

Evaporator + Condensers with Copper Tubes

NBR manufactures evaporator and condenser groups 
in various dimensions with aluminium tubes and 
aluminium fins for the heat pump components used for 
A+ and A++ energy class clothes dryers in line with the 
customer requirements.  Helium leak test is performed 
100% for the evaporator and condenser groups which 
consist of more than one coil, in order to minimise leak 
risk. Number of coils to be used can be increased to 
meet the performance requirement and the coil can be 
manufactured as 2 tier, 3 tier or 4 tier.

NBR manufactures evaporator and condenser groups in 
various dimensions with copper tubes and aluminium 
fins for the heat pump components used for A+++ 
energy class clothes dryers in line with the customer 
requirements.  Helium leak test is performed 100% for all 
the products and therefore the production is kept under 
guarantee. 
Inner grooved copper tube is also used in line with the 
customer requirements.

Coils  can also be produced with aluminium tubes according to 
customer requirements with the same dimensions.

Vertical (mm) Horizontal (mm)
19,05 16,45  5 mm 1,6 - 3,0
21,00 12,70 7 mm 1,6 - 2,5
21,00 18,19 7 mm 1,6 - 3,0
25,00 21,65 7 mm 1,6 - 5,0

TUBE DIAMETER
(mm)

PITCH
(mm)

Ø 8,00 min. 2,00
Ø 6,35 min. 2,00
Ø 6,00 min. 2,00

Heat Pump Components with Copper Tubes 

GEOMETRY
PITCH
(mm)

TUBE SPACING TUBE DIAMETER
Ø

FIN WIDTH (A)
(mm)

50 / 60 / 75
50
50

Heat Pump Components with Aluminium Tubes 

A

A
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BURSA PLANT:
Turanköy Mah. Tavşantepe Mevkii  Ankara Yolu
25.Km. No: 566 Kestel - Bursa / TURKEY
Tel: (+90224) 384 10 70

MANİSA PLANT:
Muradiye San.Böl. Sanatkarlar Cad.
No:6   Yunusemre - Manisa / TURKEY
Tel: (+90850) 227 03 04

ESKİŞEHİR PLANT:
Eskişehir Org. San. Böl. 8.Cad
No:37  Eskişehir / TURKEY
Tel: (+90222) 236 25 59

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

www.nbr.com.tr 

Ön kapak arka kapak 

Nbr Makina Yedek Parca San. ve Tic. Ltd. Sti.


